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Instructions for the customer before removing existing

wooden doors and installing new ones

To ensure that the installation work proceeds smoothly and safely, we kindly ask you to read the
information below and complete the necessary preparations before our installers arrive.

The purpose of these instructions is to provide the customer with an overview of the
installation process and the preparations required. All installation work is carried out in

accordance with good building practice and the manufacturer’s installation instructions.

Before installation day
We kindly ask you to:

= Remove any furniture, rugs, decorations, plants and other items from the area around

the door, ensuring a clear working space of at least 1.5-2 metres.

= Where possible, remove pictures, mirrors and other fragile items from the walls near

the doorway, as the removal work may cause vibration.

e Ensure that the installers have unobstructed access to the site and to all door installation
locations.

= Ensure that the electricity supply is available and that there is adequate lighting for the
installation work.

= Ensure that the installers are able to park their work van as close to the site as possible.

Ensure that children and pets are not present in the installation work area.



What should be considered when removing existing doors?

Removing existing doors may be considerably more complex than it appears at first glance.
Differences in building structures and previous installation methods may result in situations

that cannot be foreseen before the work begins.
During the work, the following may occur:

= plaster, filler or paint coming away around the door opening;
= damage to wallpaper or other wall finishes;
= the need to remove skirting boards;

= minor damage caused by the removal of old fixings, expanding foam or other

materials;

= the need for further adjustment of the door opening so that the new door can be installed
correctly.

These circumstances do not indicate faulty installation but are related to the existing structure and

earlier construction solutions.

Important: When existing doors and frames are removed, hidden defects may become apparent
(e.g. crooked walls, uneven floors, rotten timber, inadequate fixings or other structural
peculiarities) that cannot be identified before the work begins. If such circumstances arise, the

parties will agree on site what further work is needed and what it may cost.

Dust and noise

Removing existing doors and installing new ones inevitably generates:

e construction dust;
* noise;

e vibration.



If possible, we recommend covering nearby furniture and electronics with protective film and

closing the doors to other rooms to reduce the spread of dust.
Finishing work after installation

Although our aim is to carry out the installation work as cleanly and properly as possible, the

following may be necessary after the work is completed:

= applying filler to joints or walls;
e paint touch-ups;
= repairing or replacing wallpaper;

= restoring skirting boards or interior finishes.

This work is not included in standard door installation, and the Taikse Uks team does not carry out
finishing work.

Safety

During installation:

e do not remain in the work area;

= do not use the door being installed until the installer has confirmed that the work is
complete;

= keep children and pets away from the work area.

After installation

Together with the installer, the following will be checked:

= the proper opening and closing of the door;
= the operation of the lock;
< the condition of the finish;

= any remarks or observations.



Please raise any questions or observations immediately on site so that we can address them

as quickly as possible.

Thank you for your cooperation! Proper preparation helps ensure faster installation, a better final

result and fewer potential inconveniences.



